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VG-CS / VG-BAT – III Advanced settings 
 

 

In this submenu, advanced settings can be made. 
To enter the advanced menu press 11 times “Advanced settings”. 

 
Warning: Manipulation in this menu can change the device accuracy dramatically. 
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Menu item Function/Comment Possible values 

Current clamp only The current for the resistance calculation is 
calculated as followed: 
Off: 
𝐼𝐶𝑎𝑙𝑐𝑢𝑙𝑎𝑡𝑖𝑜𝑛 = 𝐼𝑀𝑒𝑎𝑠 −  𝐼𝐶𝑙𝑎𝑚𝑝   

On: 
𝐼𝐶𝑎𝑙𝑐𝑢𝑙𝑎𝑡𝑖𝑜𝑛 =  𝐼𝐶𝑙𝑎𝑚𝑝   

on 
off 
[off] 

Rising time Current rise time 1…2s VG-BAT 
1…30s VG-CS-200 
1…3s VG-CS-600  
[1s] 

Holding time Current hold time 1…3s VG-BAT  
1…30s VG-CS-200  
1…10s VG-CS-600  
[3s] 

Falling time Current falling time 0.5…2s VG-BAT  
0.5…30s VG-CS-200  
0.5…3s VG-CS-600 
[1s] 

Calibration Calibration factor for resistance calculation 0.7…1.300 
[1.0] 

Current source adjust Calibration factor for current source 0.95…1.050 
[1.0] 

Shunt Adjust the internal shunt value 1…1000.0µΩ 
[calibration protocol] 

Self power down1 Adjust the automatic power down of the device 0…256’ 
[3’] 

Printer2 Adjust the printout format from summary to all 
values printout. “all values” is the detailed print 
mode. 

summary 
all values 
[summary] 

Printout number2 Initialize and set the current printout number, 
which will automatically increment with each 
subsequent printout. 

0-65535 
[0] 

Continuous sense line check Connection status of the sense lines is 
displayed on the main screen with either a 
green  or red symbol. The green symbol 
indicates that Sense+/DC+ and Sense-/COM are 
properly connected, while the red symbol 
indicates a broken sense line. If this check is 
disabled no symbol will be shown. 
For accurate sense line detection, the 
impedance of Sense+/DC+ and Sense-/DC- 
must be below 100 ohms. 

on 
off 
[on] 

 

 

 

 

 

1 For VG-BAT only 
2 Setting is available only when the printer is connected to the accessories port. 
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